
  

 

Silent Room Solution with ICS Series 

Supporting roaming                     PIP                      Zooming In/Out 

      Stretching                                    Scene Switch       
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Data wall Controller with Management Software Specification 

 
Functions: • Support at least 4x windows on single screen 

• Support roaming, PIP, zooming in/out, stretching, scene 
switch.  

• Any size is possible on any screen 
 

 
Operating 
System       Windows 10Pro 64bit Linux OS 

 
CPU Chipset 
Optional   8th& 9th generation Intel@core i7 processor,Intel UHD Graphics  

8th& 9th generation Intel@core i5 processor,Intel UHD Graphics 
8th& 9th generation Intel@core i3 processor,Intel UHD Graphics 
Intel Pentium Gold processors, Intel UHD Graphics 
Intel Celeron processors, Intel UHD Graphics 
 
Chipset: Intel Chipset. 
 

Memory 
Optional        

16 GB/8GB/4GB DDR4 2400/2666 MHz UDIMM 
2GB DDR4 2400/2666 MHz UDIMM 
Up to 512 GB SSD 2.5-Inch-Optional 
 

Storage     Hard disk drive 
2TB/1TB/500GB 3.5-inch 7200 RPM 
Up to 512GB SSD 2.5-inch-Optional 
 

Optical Media 
drive     

16X DVD-RW drive /24X DVD-RW drive 
 
 

Audio      Integrated high-definition audio controller 
 

Communication LAN-Gigabit Ethernet WLAN 
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Expansion slots         1X PCIE X 16SLOT 

I/O Ports          Front: 2USB2.0, 2USB 3.01G1 
Rear: 2USB2.0, 2USB 3.1G1 (Additional 1USB2.0-Optional) 
Output Optional 1/2/3 as per application 
Audio Ports: 
Front: 1Mic, 1Speaker out 
Rear: 1Line in, 1Line out, 1Mic 
Input optional     1/2/3/4  
 

Security   
 
Kensington lock slot 

Optional 
Dimensions            

390 (H) X 170 (W) X 370 (D) mm – MT (Volume: 25ltrs) 
330 (H) X 96 (W) X 409 (D) mm – SFF (Volume: 13ltrs) 
330 (H) X 100 (W) X 287.7 (D) mm – SFF (Volume: 9.5ltrs) 
 

Power Supply 
Chassis 

200w. Optional: 250W/300W/300W 90% Efficiency 
SFF Chassis: 250W – 85% Efficiency 
 

Certification           
Win10, Linux, Energy Star 
 

Optional and 
Accessories 

USB keyboard 104keys and USB mouse 
USB Heavy duty Keyboard (optional), USB Mechanical Keyboard 
Wireless Keyboard and Mouse (Optional) 
 
 

 
 

*Customization can be done as per application. 
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